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John Hendricks set post in 1820 with witnesses: white oak 10” N 9 E 4 links, poplar 12" S 21 E 29 links as per

p. 11 of the Marion County Atlas. 5-18-1849 P. Hasbrook found both original witnesses "green" and set rock as
per p. 4 of the Surveyors Record Warren Twp Marion County. 12-20-1954 Monroe found pipe and tied in. 3-1958
Monroe called iron pipe. 10-12-71 R. Straber called a nail. 9-13-74 T. Fortner called a PK nail at surface. 2-25-76
Wilcoxen called a PK nail at the surface. 8-14-81 Wilcoxen called same. 12-3-1987 T. Greene called same.
6-27-2004 Wilcoxen called same. 9-22-09 Wilcoxen set Harrison. Retied 9-30-09 by Wilcoxen.

REF. || DISTANCE DESCRIPTION

1. 125.45' Mag nail w/brass washer S PwP #2-449 A 12" up
2. 133.59' PK nail w/MCSO washer N guide pole #357-449 B 36" up
3. 120.77 NE corner Univar building
4. 25.72' Cut 'x' NE corner of concrete pad
5. 28.61' Cut X' NW corner of concrete pad
6. 128.95" || NW corner Univar building
7. 108.64' PK nail W/MCSO brass washer N PwP no# 20" up
8. 43.08' || Mag nail wWMCSO washer NE PwP #17-448 A 8" up




